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PRODUCT DESCRIPTION 

 

ADDAGE AKULPOL P-105 is a dispersible premix polymer powder compatible with dry mix 

material is a hard dispersible Premix Polymer Powder for Cement based Wall putty as well as lime based wall 

putty r for very good tensile adhesion strength on inorganic surfaces combined with good workability. 

Easily dispersible powder help in Easy production. 

 
PROPERTIES  

Free Flowing Dispersible Polymer Powder 

Good Tensile Adhesion 

Good Workability 

Fast Easy Production 

   Single Component, No need to add RDP & MHEC 

 
APPLICATION: 
 

Cement based dry mix Skim Coat /Wall putty.  

Lime based dry mix Skim Coat /Wall putty. 

 
TECHNICAL INFORMATION: 

 

Appearance          :     White to Slightly Color 

Bulk Density     :      600 Kg/m3 

 
DOSAGE: 
 

1 % by weight of Total Mix i.e. 10 kg per Ton Batch. 

 
STORAGE: 

 

ADDAGE AKULPOL P-105 should be stored in a cool place and protected against moisture. Since 

the product 

is thermoplastic, it should not be subjected to pressure or high temperatures during storage because  

the risk of caking. 
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   SHELF LIFE  

   Storage time should not exceed 12 months from receipt of delivery. 

 

PACKING: 
 

ADDAGE AKULPOL P-105 is available in 25 kg bags. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


